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<o Advanced Plus Series

Single Zone Systems

The ultimate combination of performance and
comfort, Advanced Plus delivers efficiencies up
to 23 SEER and whisper-quiet operation; as low
as 23 dB(A). Available Capacities: 9,000 BTU,

-
12,000BTU, 15,000BTU, 18,000 BTU, and
24,000 BTU.
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Specifications

Compressor Type:
DC Inverter Driven Rotary

Advanced Plus

SERIES

Voltage/Cycle/Phase:
208-230/60/1

Operating Range (°F): =
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09AP 12AP 15AP 18AP 24AP
Outdoor Unit 1U09AP2VHA 1U12AP2VHA 1U15AP2VHA 1U18AP2VHA 1U24AP2VHA
upPC 0-84691-83460-1 0-84691-83462-5 0-84691-84495-2 0-84691-83461-8 0-84691-83465-6
Indoor Unit AWO09ES2VHB AW12ES2VHB AW15ES2VHB AW18ES2VHB AW24ES2VHB
UpPC 6-88057-40765-4 6-88057-40766-1 0-84691-84496-9 6-88057-40767-8 6-88057-40768-5
Rated Capacity Btu/hr 9,000 12,000 15,000 17,000 22,000
Capacity Range Btu/hr 3,200-12,500 3,300 - 15,000 5,400 - 24,000 5,400 - 26,500 6,400 - 30,000
Cooling | Rated Power Input W 640 960 1,200 1,390 1,760
SEER/EER 23.5/14.5 23.0/12.5 21.5/12.5 21.0/12.5 20.0/12.5
Moisture Removal Pt./h 3.50 3.90 4.10 4.30 7.00
Heating Capacity Range Btu/hr 3,800 - 15,600 3,900 - 20,000 4,000 - 26,000 4,000 - 30,000 6,200 - 36,000
Rated Heating Capacity 47°F Btu/hr 10,000 13,000 16,000 22,000 27,600
cop 4.4 3.5 3.4 3.4 33
. Max. Heating Capacity 17°F Btu/hr 13,000 15,000 17,000 19,000 26,000
FE2H9 M ax. Heating Capacity 5°F Btu/hr 10,000 13,000 16,000 17,000 20,000
Max Heating Capacity -15°F Btu/hr 6,500 7,500 10,000 12,000 14,000
Rated Power Input W 680 1,500 1,700 2,100 2,630
HSPF 10.5 11.0 10.5 10.5 10.5
Maximum Fuse Size A 15 15 20 20 30
Minimum Circuit Amp A 11.0 11.0 14.0 14.0 20.0
Qutdoor Noise Level dB 54 54 55 55 57
O“tdu°r:’i: Dimension: Height in (mm) 231/2(597) 231/2(597) 277/16 (697) 277/16 (697) 30(762)
Dimension: Width in (mm) 3011/16(780) 3011/16(780) 35(890) 35(890) 36 3/16 (920)
Dimension: Depth in (mm) 117/16 (290) 117/16(290) 137/8(353) 137/8(353) 151/8(385)
ODU Weight Ship/Net - Ibs 85/78.5 85/78.5 110.5/100.5 110.5/100.5 141/130
Fan Speed Stages 5+ Auto 5+ Auto 5+ Auto 5+ Auto 5+ Auto
fT‘:‘:Eg /';'ei‘;]' e/ Low/Quict) 44/40/35/31/23 45/41/36/32/23 48/46/42/36/34 48/46/42/36/34 49/47/42/36/34
Indoor Unit Dimension: Height in (mm) 121/4(310) 121/4(310) 131/4(336) 131/4(336) 13 1/4(336)
Dimension: Width in (mm) 357/16(900) 357/16(900) 437/8(1115) 437/8(1115) 437/8(1115)
Dimension: Depth in (mm) 87/16(215) 87/16(215) 99/16 (243) 99/16 (243) 99/16 (243)
IDU Weight Ship/Net - Ibs 31/25.5 31/25.5 43.5/35.5 43.5/35.5 45.5/38
Connections Flare Flare Flare Flare Flare
Liquid O.D. in 1/4 1/4 1/4 1/4 1/4
Refrigerant | Suction O.D.in 3/8 3/8 1/2 1/2 1/2
Lines | Factory Charge Oz 38.8 38.8 52.2 52.2 74.1
Max Line Length Ft/ m 50/15 50/15 83/25 83/25 83/25
Max Height Ft/ m 33/10 33/10 50/15 50/15 50/15

*The Advanced Plus Series will continuously operate at -15°F(-26°C).




